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Company
	Balluff	
	

	
Description
	Data carrier	
	

	
Bill of material
	BALLUFF BIS M-122-01/A	
	

	
VERF

Availability
	Available	
	

	
BC

Order code
	BIS0048	
	

	
AB

Product identifier
	BIS M-122-01/A	
	

	
PX

Product view
	41963_00	
	

	
TECH

Tech. Details
	
Tech. Detail	
	

	
ICON
	[image: ]	
	

	
EDZ
		
	

	
BG

Dimensions
	Ã˜ 10 x 4.5 mm	
	

	
SP

User data, read/write
	752 Byte	
	

	
AF

Antenna type
	round	
	

	
EIN

Installation
	metal-free (clear zone)	
	

	
GW

Housing material
	PA	
	

	
WEIGHT

Weight
	1	
g	

	
TRAFFIC

Customs number
	85235910	
	

	
SPE

EPC memory, read/write
		
	

	
GF

Housing form, version
	Hardtag, round	
	

	
PG

RFID Technology
	HF (13.56 MHz)	
	

	
SPT

Memory type
	EEPROM	
	

	
SPTID

TID memory, read-only
		
	

	
SPU

UID serial number, read-only
	4 Byte	
	

	
SORT

Special application areas
		
	

	
ZUL

Approval/Conformity
	CE;WEEE;EAC	
	

	
IEC

Protection degree
	IP67	
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