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RoHS 

◇Feature 
 CFP MSA compliant 

 Transmission characteristics : 
               25Gbps/ch , 4ch=100Gbps/connector 

 Available quad slot/single slot mechanical unit 

 Available test fixture board for host board and module(25Gbps×4ch) 

    CEI-28G-VSR compliant 

◇Composition（Yamaichi standard） 

◇Specification ◇Test fixture 

CFP MSA compliant  
 CFP4 Connector ＆ Mechanical unit 

Test fixture for module 

Heatsink 
Horizontal fin type P/N：CN121F-056-0001 
Vertical fin type P/N     ：CN121F-056-0002 

Cage 
Quad slot P/N   : CN121C-056-0001 
Single slot P/N :  CN121C-056-0002 

Connector cover 
Quad slot P/N   :  CN121G-056-0001 
Single slot P/N  :  CN121G-056-0002 

Host connector 
P/N：CN121S-056-0001 

Specification

Current rating 　DC1.25A / Line

Voltage rating 　31.5V AC Max/Contact

Insulation resistance 　1GΩ min

Withstanding voltage 　AC300V 1min

Contact resistance 　R 10mΩ Max

Operating temperature 　-55℃～+85℃

Durability 　200cycles

Plug connector 
P/N: CN121P-056-0004 


