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MATING COVERS CAN BE ORDERED SEPARATELY, REFER TO DRAWING NO.: P-FLB-C70-XXX-001.

•

• UL 773

VOLTAGE RATING:  480 VAC/DC

•

WHEN ASSEMBLED WITH DOME / COVER & MATED TO                                

ANSI C136.10

4.

•

• DIMMING CONTACTS:

• ANSI C136.41

RAINTIGHT, CERTIFIED TO UL773 REQUIREMENTS (5.

3.

•

SPECIFICATIONS:

ANSI C136.41 RECEPTACLE).

CURRENT RATING: 1.5 A MAX
• VOLTAGE RATING:  30 VDC

NOTES:

MATERIALS: ALL MATERIALS ARE RoHS COMPLIANT PER EU DIRECTIVE 2011/65/EU & AMENDMENTS.1.
HOUSING: ENGINEERING THERMOPLASTIC, UL FLAMMABILITY RATING 94V-0, COLOUR BLACK•
POWER CONTACT: COPPER ALLOY, PLATED WITH TIN OVER NICKEL•
DIMMABLE CONTACT: COPPER ALLOY, PLATED WITH 0.76µm (30µ") GOLD OVER 1.27µm (50µ") NICKEL.•
GASKET:  EPDM RUBBER, UL94V-0 FLAMMABILITY RATING•
O-RING: SILICONE RUBBER, UL94V-0 FLAMMABILITY RATING•

ELECTRICAL CHARACTERISTICS:2.
POWER CONTACTS:•

CURRENT RATING: 15 A MAX

ORDERING CODE:           FLB - P 7 X - 001

FLB SERIES ANSI C136.41

BASE (PLUG) 

76mm BASE DIAMETER

NUMBER OF CONTACTS
0 = 3 POWER CONTACTS ONLY
5 = 3 POWER & 2 DIMMING CONTACTS
7 = 3 POWER & 4 DIMMING CONTACTS

STANDARD
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O-RING

GASKET

PCB NOT SUPPLIED BY AMPHENOL

 
.081

.140
 3.55  

 5.00 
.197

PCB STANDOFF

4.00
.157

 2.05

71.20
2.803

PCB LAYOUT, TOP VIEW 
SCALE 2 : 1
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.111

.266
6.75  

 19.68
.775
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MAX
2.803
71.20
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24.57

 
.321
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2.75±0.08

1.20±0.08
.047±.003
4 PLCS
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DOME P/N FLB-C70-50X-001 
SHOWN FOR REFERENCE,
SEE NOTE 4.

PCB,
NOT SUPPLIED 
BY AMPHENOL

SECTION B-B
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FLB-P77-001 SHOWN
4 DIMMING CONTACTS

B B

DIMMING CONTACT

FLB-P75-001 SHOWN
2 DIMMING CONTACTS

FLB-P70-001 SHOWN
NO DIMMING CONTACTS 


